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TN TH R CT. ATMS' 

Please amend the claims as indicated below: 

1-20. (canceled) 

2 1 . (new) A hardcopy printing device, comprising: 

an image generator configured to selectively generate an image on a print medium; 
a print media handling system for presenting a first side of said print medium to said 
image generator; 

a duplexer configured to present a second side of said print medium to said image 
generator; 

an input tray for holding a supply of said first-sized media accessible to said print 
media handling system; 

a bypass slot for feeding a sheet of a second-sized media to said print media handling 

system; 

an alignment surface and a first width adjustment member which is adjustable to hold 
the first-sized media against the alignment surface; and 

a biased member configured to push the second-sized media against the alignment 
surface when inserted into said bypass slot. 

22. (new) The device of claim 2 1 , wherein the biased member comprises a coil 

spring. 

23. (new) The device of claim 2 1 , fiirther comprising an output tray, said bypass 
slot being formed in said output tray. 

24. (new) The device of claim 23, said biasing member being disposed on an 
underside of said output tray. 
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25. (new) The device of claim 21, wherein said second-sized media comprises 
greeting card stock. 

26. (new) The device of 21, wherein said image generator comprises an inkjet 
printhead. 

27. (new) A hardcopy printing device comprising: 
an input tray for holding print media of a first size; 

an output tray for receiving printed sheets of print media, said output tray being 
adjacent to said input tray of said hardcopy printing device; and 

an input slot through said output tray sized to receive print media of a second size, 
wherein said input slot opens into said input tray; 

wherein said output tray comprises a fixed portion and a pivoting portion is hinged to 
said fixed part. 

28. (new) The device of claim 27, further comprising a stop for holding said 
pivoting portion in a lift potion to facilitate access to said input tray. 

29. (new) The device of claim 27, wherein said pivoting portion has a platform 
portion that extends xmder said fixed portion. 

30. (new) The device of claim 27, wherein said output tray further comprising a 
second input slot. 

3 1 . (new) The device of claim 27, wherein said second input slot is sized to 
receive an envelope. 

32. (new) The device of claim 27, wherein said input slot is sized to receive 
greeting card stock. 



8 



10001050-3 



33. (new) A hardcopy printing device comprising: 
an input tray for holding print media of a first size; 

an output tray for receiving printed sheets of print media, said output tray being 
adjacent to said input tray of said hardcopy printing device; 

a first input slot through said output tray sized to receive print media of a second size, 
wherein said input slot opens into said input tray; and 

a second, separate input slot through said output tray sized to receive print media of a 
third size. 

34. (new) The device of claim 33, wherein said second input slot is sized to 
receive an envelope. 

35. (new) The device of claim 33, wherein said first input slot is sized to receive 
greeting card stock. 

36. (new) The device of claim 33, wherein said output tray comprises a fixed 
portion and a pivoting portion is hinged to said fixed part. 

37. (new) The device of claim 36, wherein said first input slot is located in said 
pivoting portion and said second input slot is located in said fixed portion. 

38. (new) The device of claim 36, fiirther comprising a stop for holding said 
pivoting portion in a lift potion to facilitate access to said input tray. 

39. (new) The device of claim 36, wherein said pivoting portion has a platform 
portion that extends under said fixed portion. 

40. (new) The device of claim 23, further comprising a biased member on said 
output tray for aligning print media input through said first input slot. 
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41 . (new) A retrofit kit for a hardcopy printing device comprising: 

an output tray for receiving printed sheets of print media, said output tray being 
configured for installation adjacent to a input tray of said hardcopy printing device holding 
print media of a first size; and 

an input slot through said output tray sized to receive print media of a second size, 
wherein said input slot opens into said input tray; 

wherein said output tray comprises a fixed portion and a pivoting portion is hinged to 
said fixed part. 

42. (new) The kit of claim 41 , wherein said pivoting portion has a platform 
portion that extends under said fixed portion. 

43. (new) The kit of claim 41, wherein said output tray fiirther comprising a 
second input slot. 

44. (new) The kit of claim 43, wherein said second input slot is sized to receive 
an envelope. 

45. (new) The kit of claim 41, wherein said input slot is sized to receive greeting 
card stock. 

46. (new) The kit of claim 41, fiirther comprising a biased member on said output 
tray for aligning print media input through said first input slot. 

47. (new) A retrofit kit for a hardcopy printing device comprising: 

an output tray for receiving printed sheets of print media, said output tray being 
configured for installation adjacent to a input tray of said hardcopy printing device holding 
print media of a first size; and 

a first input slot through said output tray sized to receive print media of a second size, 
wherein said input slot opens into said input tray; and 
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a second, separate input slot through said output tray sized to receive print media of a 
third size. 

48. (new) The kit of claim 47, wherein said second input slot is sized to receive 
an envelope. 

49. (new) The kit of claim 47, wherein said first input slot is sized to receive 
greeting card stock. 

50. (new) The kit of claim 47, wherein said output tray comprises a fixed portion 
and a pivoting portion is hinged to said fixed part. 

5 1 . (new) The kit of claim 50, wherein said first input slot is located in said 
pivoting portion and said second input slot is located in said fixed portion. 

52. (new) The kit of claim 47, further comprising a biased member on said output 
tray for aligning print media input through said first input slot. 

53. (new) A method of printing a greeting card, comprising inserting a sheet of 
greeting card stock through an input slot in an output tray of a printing device, said input slot 
allowing said greeting card stock to be fed by a print media handling system of said printing 
device. 

54. (new) The method of claim 53, further comprising aligning said sheet of 
greeting card stock with a biased member located under said output tray adjacent to said input 
slot. 

55. (new) The method of claim 53, further comprising: 
printing on a first side of said greeting card stock; 
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flipping said greeting card stock; and 

printing on a second side of said greeting card stock. 

56. (new) The method of claim 55, further comprising: 

determining a drying time for each of said first and second sides of said greeting card 
stock; and 

printing that side first which has a shorter drying time as between said first and second 

sides. 
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